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Introduction. Truss structures are widespread in construction due to a number of advantages, such as economy, 
versatility, and scalability. Accordingly, their modeling and calculation are urgent tasks in the design of building 
structures. Automatic solution to these problems causes an increase in design efficiency, calculation accuracy, and 
lower costs. The objective of the study is to examine the functionality and operation algorithm of the software module 
developed by the authors that generates the geometry of two-dimensional truss structures for subsequent modeling. 
Materials and Methods. Following the research of the widespread truss configurations, the classification of chords 
available in the software under consideration is given. The method of parameterizing a truss structure is provided. This 
method includes base geometric parameters of the structure such as dimensions, model construction rules, and 
additional features, as well as a comprehensive algorithm. The software is developed in JavaScript. 

Results. The software module has been integrated into a web application for calculating two-dimensional rod structures. 
To illustrate the functionality of the software, the examples of user interface are given as well as an example problem. 
The example includes configuration and calculation of an inclined truss structure. The results, such as support reactions 





and internal forces with axial force diagram, are provided. 

Discussion and Conclusions. Using this software module within the framework of the tool for calculating rod 
structures allows for the simplified process of modeling and calculating complex truss structures, design time, and 
resource reduction. The software module provides tools for specifying various types of structures, applying loads and 
assigning properties of a rod system, which makes it a useful instrument for design engineers. 
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AKTYAJIBHBIMU 3ajJadaMu Ip MpOeKTHPOBaHHH CTPOMTeJIbHbIX KOHCTpyKUMH. ABTOMATH3MpOBaHHOe pelleHve 3THX 
IIpOOJICM NPHBOUT K NOBbILIeCHHIO 9(—eKTHBHOCTH MpOeKTHPOBaHHA, TOUHOCTH pacueTOB MU CHWKEHHIO 3aTpar. Llebr0 
aHHOrO UCCIeOBAHHA ABJIAIOCh U3yYeHve (PYHKIMOHAIbHBIX BO3MOXKHOCTeH U asIropuTMa padoTsI paspadoTaHHOro 
aBTOpaMH ITporpaMMHOro MO/JysIa, GopMupyrolllero TeOMeTPpHIO JBYMepHbIxX ()epMeHHbIX KOHCTPyKUMM WA 
mocweqyromlero MOJeMpOBaHHaA. 

Mamepuauoi u memoodot. Ilo pe3yibTaTaM UCCIeqOBaHuA paciipOCcTpaHeHHbIX KOHuUrypauni dbepM aha UX yCIOBHaA 
Kacchukala, JOCTyMHad B paccMaTpHBaeMou Wporpamme. IIpupeyzeHa MeTOaMKa TapamMetTpr3auuHN dbepMeHHOH 
KOHCTpyKWMu. ITa MeTOMKa BKIHOUaeT B CeOsA Oa30BbIe TeOMeTPH4eCKHe MapaMeTpbI KOHCTPyKI[MH, TakKWe Kak 
pa3Mepbl, WpaBusia MOCTpoeHuaA MOeIM UW OMONHUTeIbHbIe (yHKIMH, a TakeKe KOMIJICKCHBIN asIrOpuTM. 
IIporpamMMHoe oOecrieyeHue pa3pabotano Ha JavaScript. 

Pe3yjbmamol ucciedoeanua. IIporpaMMHbI MOyJIb HHTerpHpoBaH B BeO-NpHOxKeHHe IIA pacueTa JBYMepHbIxX 
CTep2KHeEBBIX KOHCTpyKuMH. Jia usOcTpalwH dyHKIMOHaIbHOCTH TporpaMMHoro oOOecneyeHHA IMpHBeeHbI 
IIPHMepbI IOJIb30BaTCJIBCKOTO HHTepelica, a TakxKe IpuMep 3ayaun. IIpumMep BkKIHOUaeT KOH(Urypalulo UW pacuer 
HaKJIOHHOH depMeHHOH KOHcTpyKuMU. IIpuBeyeHbI pe3yibTaTbl B BHC ONOPHbIX peakIMH MW BHYTPeCHHUX CHI, 
TOCTpoeHa WarpaMMa OCeBBIX CHII. 

Oocyocodenue u 3akjuouenua. Victiosb30BaHve JaHHOTO IIpOrpaMMHOTroO MOJLYJIA B COCTaBe MHCTPyMeHTa JIA pacueta 
CTCP2KHEBBIX KOHCTPYKUMM MO3BOJIACT YIPOCTHTb MMpolecc MOeIMpOoBaHHA MW pacueTa CJIOXKHbIX (epMeHHBbIX 
KOHCTpyKUMU, COKpaTHTb BpeMA MpoeKTHpoBaHuA UM COKpaTUuTb pecypcsl. IlporpaMMHEIM MOyIb WpeoctTaBAe4r 
WHCTPYMEHTHI JIA 3aaHUA pa3sJIM4HbIX THIIOB KOHCTPYKUMH, NpWIOKeHUA Harpy30K U 3aaHWA CBOMCTB CTep»KHeEBOU 
CHCTEMBI, UTO eaeT CErO MOeE3HbIM MHCTPYMCHTOM JIA HH2KCHEPOB-IIPOCKTHPOBIIHKOB. 


Alia yumupoeanua: Pa3padoTka IporpaMMHOTo MOJYyIA JIA MapaMeTpw4eckoro NOcTpoeHua reoMeTpuu dbepMeHHOH 
KOHCTpyKUMH B JByMepHow nmoctaHoBKe / C.IT. I syurko, A. A. Jlanun, FO. FO. Wlatunosp [u gp.| // Advanced 
Engineering Research. — 2021. — T. 21, Ne 4. — C. 376-383. https://doi.org/10.23947/2687-1653-202 1-21-4-376-383 


@Munancupoeanue. Padota BbIMOHeHa TIpH YacTH4HOK Nos WepxKe FOxHOro eaepasbHoro yHuBepcuTeta (rpaHT 
BHI p-07 / 2020-04. UM Munoopuayxkn). 


Introduction. Truss structures are used in various building elements. Structural solutions of trusses are 
distinguished by a great variety, differing in the set of parameters for their use and optimization. In the world practice 
of using structures, there are more than 100 various systems differing primarily in the design of the rod interface. The 
basic typical structural element is a bar that has conjugate fastening with other elements at the nodes. These designs 
require certain approaches to the calculation and assessment of their reliability. In works [1-6], approaches to some 
calculation and experimental methods for assessing their reliability are highlighted. Some approaches and calculation 
schemes for assessing the reliability of defective structures as well as solving the problem of restoring the properties 
of their individual elements are covered in monographs [7-8]. 

Rod structures are systems consisting of linear rods connected at nodes. By the nature of the connection of 
elements in the nodes, systems with rigid nodes, hinged joints of all elements, and the combined ones are 
distinguished. From the geometric point of view, planar and spatial rod systems are distinguished. 

Truss structures are a subcategory of rod systems that remain geometrically unchanged if rigid joints in nodes 
are replaced with hinged ones. The load is applied to truss structures only at the nodes, and only tensile-compressive 
forces arise in their elements [9, 10]. 

Truss structures are widespread as elements of buildings and structures. This popularity is due to a number of 
advantages [11]. 

Economy — lower material consumption compared to other building structures. 

Versatility — the scope of application of trusses is very wide and includes bridges, roof truss systems, 
cranes, etc. 

Scalability — truss length can vary from a few meters to several kilometers. 

Due to these characteristics of trusses, their modeling and calculation are urgent tasks in the design of 
building structures. Automatic solution to these problems causes an increase in design efficiency and calculation 
accuracy and lower costs [12, 13]. 

The objective of the study is to examine the functionality and operation algorithm of a software module that 
generates the geometry of two-dimensional truss structures for subsequent modeling. This program module is a 
component of the SAPRUS service. 

Materials and Methods. Since truss structures are panel structures, 1.e., they consist of many sections (panels) 
identical or similar in geometry, it is possible to parametrically generate a model using the relative coordinates of the 
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nodes when specifying the section. The parameters for such modeling are the total dimensions of the entire structure 
(height and span of the truss) and the number of sections used. 

The functionality of the software module under consideration provides for the modeling of truss structures of 
6 types of chords and their subtypes, depending on the lattice used (Figure 1). 


Fig. 1. Structural diagrams used in the module 


Classification of the types of trusses used is the following [14, 15]: 
1. rectangular with parallel chords; 

2. trapezoidal; 

3. triangular; 

4. inclined with parallel chords; 

5. inclined from both sides (arrow type); 

6. polygonal. 

Classification of the types of lattices used is the following: 

A. triangular; 

B. triangular with uprights; 

C. triangular with suspensions; 

D. upward diagonal brace; 

E. downward diagonal brace; 

F. with sub-trusses [16]. 

JavaScript was used as a programming language for the development of the module. In this regard, the module 
provides ample opportunities for the implementation of cloud computing of building structures in the web-based 
interface [17]. 

The software module is based on the object model, which is an array of objects describing each of the six types 
of structures. Length / and height / are used as parameters for all types of structures. For truss types 2, 4, 5, the height 
difference dh is required. For each type of structure, an array of objects describing the geometry of its subtypes is given; 
it includes the position of nodes and bars, rules for constructing sections (parity, mirroring of structural halves, and 
usage of separators). 

The algorithm of the software module generates, according to the specified parameters, an array of absolute 
coordinates of nodes of all truss rods. This data is sufficient to describe the model geometry. For a full-fledged 
definition of a structure model within the module, the following additional features are provided: 
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— supports; 
— hinges; 
378 — offset of the left node relative to the origin of coordinates on the scheme; 
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— loads on the upper structural nodes; 

— element grouping for the convenience of subsequent processing. 

The module operation algorithm is the following: 

1. Calculation of nodal coordinates for the outer vertical bars of the structure if they exist for the selected 
Structure type. 

2. Calculation of the width of individual sections and the coordinates of the nodes of the central support bar of 
truss type 5. 

3. Sequential calculation of nodal coordinates of each section and the formation of rod array. 

4. Calculation of the coordinates of nodes for additional vertical bars between sections, if necessary, for the 
selected subtype of the structure. 

5. Preliminary visualization of the structure diagram inside the module. 

6. Assignment of the additional properties. 

7. Data transfer for design and calculation. 

After the data has been transferred, the array has to be further processed to add generated elements to the 
existing collections. Depending on the specific requirements of the wrapper application, this process can be vastly 
different. The flowchart of the algorithm used in SAPRUS service is shown in Figure 2. 
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Fig. 2. Post-processing flowchart 
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As aresult, 2 collections are created: CollectionNodes and CollectionRods. The data stored in these collections 
is suitable for further manipulation and calculations. 

Results. When the module is integrated into a web application for calculating two-dimensional rod structures, 
the choice of the type and subtype of the scheme occurs in the graphical user interface. To enter truss dimensions as 
well as additional parameters, fields and switches are used. If the type of truss and parameters are changed, the 
preliminary design scheme is rebuilt automatically. 

To illustrate the role of the module within the framework of a web application, we will demonstrate the design 
and calculation of an inclined structure 20 m long, 10 m high with 3 m offset and consisting of 5 sections (panels). In the 
nodes of the upper chord of this structure, concentrated forces of 5 KN are applied vertically, for the left and right-most 
nodes, this force 1s reduced by 50 % automatically with the Point Load Factor option. The module interface and the 
result structure diagram are shown in Figure 3. The structure is calculated with the finite element method [18, 19]. The 
resulting diagram of axial forces is shown in Figure 4. 


Truss Designer 


} 


Length, | (rn): 


Height, h (ri) 


Offset, dh (m) 


bl 
Q . 
- 3 


Number of Panels 


Point Loads on Nodes 


Value Ox (KN Value Oy (KN) 


Set the Point Load at the Ends of the Truss 


Point Load Factor at the Ends of the Truss: 





15 5 kN SKN 
N 
” 5 kN — a 
5 kN 
4 
™ 5 kN am ae we 
SKN 14 22 — 
e 2.5|kN 7 — [132 gt 
pb jp 648 /\ 
"1 7—t 8 eo | \ 
5 7... | 
2 6 nt | \ 
10 — | \ 
] \ 
| 
g } \ | \ 
| | 
8 | \ | ; 24 2 
| \ 19 31 P \ 
| a 14 30 18 \ 
8 | a 9__|29 | \ 
\ 4 28 \ 
5 4 [3 | \ 
\ | \ 
: \ \ 
3 | \ | ‘ BO 3 
\ ho 20 7S 
2 = 
9 1s —— 6" 
\ 5 - 
| 5 >" 





Axial Force Diagram (N,) 
° MS °° °&| °&;| °&;,z| °»=x%x[ Eas 
3 x -23,608 -18,886 -14.165 -9.443 4,722 0 3.672 7.345 11.017 14.69 18.362 


Fig. 4. Axial force diagram 
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The values of support reactions and internal forces of the calculated structure are presented in Tables | and 2, 
respectively. In Table 1, R is the vertical component of the support reaction, H is the horizontal component of the 
support reaction, / is the bending moment. 

Table 1 


Support reactions 
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Discussion and Conclusions. Using this software module within the framework of the tool for calculating rod 
structures allows for the simplified process of modeling and calculating complex truss structures, design time, and 
resource reduction. The software module provides tools for specifying various types of structures, applying loads and 
assigning properties of a rod system, which makes it a useful instrument for design engineers. 
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